UPDATING METHOD LD550 and LD550CB
FA62441-FA62441CB

6 cells

Download, clicking onto following link to obtain the last updating method for LD550 counterfeit detector :
http://www.reskal.com/category/maj/

Warnings ! It exists 2 kinds of LD550 machines

To make the difference between these 2 versions, it is necessary to check the number of detection cells

Pen the machine upper cover to count the cells.

A)6 detection cells onto lower part

Details :
4 white cells (LED) et 2 black cells

old model (before 01 Sept 2015)

LD550 lower part of old model
You have to use following file :

A) 1d550 .fa62441._2258LED_C20_EUR+CHF_2017-16-02.. 6 cellules.UPL

B) 8 detection cells on lower part

Details :
6 black cells and 2 white cells (LED)

new version since 02 sept 2015

LD550 lower part of new model
It will be necessary to use following file (only available on demand, only if there is a black screen after updating) :

LD550(FA62441 CB)(DP-2258LED_VC)_C20(n001)-EUR(007)-CHF(008)-(2017-16-02) 8 céllules .UPL
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1- Select updating for LD550

2- Record files onto your computer. Be carefull, downloaded files are zipped and i twill be necessary to unzip

them before the beginning of the updating.

3- Whenfile is unzipped, open it by double clic.

The are 4 documents.

P -2 307 Brbaer lasialier Progreams

4- Install

« PL2303_Prolific_Driverinstaller_V130.exe » b b ek b

clicking 2 time on it and follow

the method till the end. CAFE S T S i

5- Close the windows, clicking onto « finish »

T bl ikl W oord wll il PIL 000 2 PSS e

End of the first step.

6- Double clic onto « Multi-Target Programmer_V3.0.Exe »

& Multi-Target Programmer NerS’

X

. . Select Target:
A windows open (document is parametered

to proceed to the updating, do not amend anything)

(@ Main Board (" Receiver Board ( Emitter Board ¢ LCD Panel

[l Functien Status I
I Leae TG File Size [0 Send Size [0
m Update Nain EBoard
& Multi-Target Programmer [Ver3.0] P
Select Target:
@® Nain Board (" Receiver Board ( Enitter Board ¢ LCD Panel
& Open data file léj

7- Clic onto « LoadFile ». New windows opens Regarder dans: | mise a jour <550 a62441 fa62523 v | £ B>
8- Select with the scrolling menu, following file : Nom ° Modifié le Type

1d550 fab2441. 2258LED _C20 EUR+CHF 2017-16-02.. 6 c.. 16/02/2017 10:27 Fichi

4| 11

»

1d550 .fa62441. 2258LED C20_EUR+CHF_2017-16-02.. 6 cellules.UPL

Quvrir

Types de fichiers : |Surponed Files(* EUP:* UPL)

ﬂ Annuler
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9- Double click on it. Windows closes. Near « File Size » following number appears : 29322. Updating is ready.

#i#) Multi-Target Programmer Wer3’ &

Select Tarset:

® Main Eoard ~ Receiver Board (" Emitter Board ¢ LCD Panel

Function Status I

Load File File Size |2932Z send Size [0

UTpdate Soft

i

Exit

Fead file success

1 Switch off LD550 machine.
Connect LD550 to PC with USD cable, and the mini USB onto the LD550 machine.

3 Press « REP/DIR » and « CLR » keys in the same time, and switch on LD550 machine.
Screen will show hyphens. Release keys.

4 Click onto « Update Soft ». Progress bar appears and runs. LD550 detector will switch off itself after 100%
reached.

Nota : in case the progress bar blocked, change your USB port and click again onto « Update Soft ».

Updating is ended.

5 Make a test with new banknotes 5. 10 and 20 .50euros.
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Attention

Some computers may not accept driver (driver) installation for the following reasons: network security ...
server. ... Antivirus and ... hardware incompatibilities
If this is the case to be sure, check in the device manager if the com and Ipt ports exist.

Attention
The detector only appears in the device driver when it is connected to the computer!!!!

& Gestionnaire de périphériques [_'_‘ =l W
Fichier Action Affichage 7?7
| €= o | | EH o | ke

¥ Cartes réseau

If the com and Ipt ports exist

In the DeVice Manager —u (L“I::tlrer':lsﬁun audia, vidéo et jeu
Verify that usb-to serial exists. # Conudleurs de bus USH
<5 Contrdleurs de stockage
Opposite example ........ @ Conudleurs hdte de bus IEEE 1394
g Contrdleurs IDE ATASATAPL
Otherwise restart the installation =a Lecteurs de disque
s Lecteurs de DVD/CD-ROM
H H B Moniteurs
Of drivers (pilot) pl2303. —Siridad

i Périphérique d'acquisition d'images
|-:’.';_j Périphériques d'interface utilisateur

B Périphérigues systéme
Or unplug the detector and it~ i i
H ¥ Port imprimante ECP (LPT1)
reconnect the deteCtor ona dlfferent ¥ Prolific TJSR—tn-Serial Comm Port (COMEG)
7 USB-SERIAL CH340 (COM4)
USB' [ ] Pl:ou_-nr_-uls
7 Souris el autres périphéngues de pointage - I

It is also possible that the update cable is not a data transfer cable (do a test with another USB mini USB cable
Caution: the detector only appears when it is connected to the computer.

Safe'

Aftersales contact : Debiaune David tnul
Phone : SAV :04.73.51.78.20

Mobile : 06.50.13.34.46

Ffax : 04.73.51.44.35

Mail : david.debiaune@safetool.fr / sav@safetool.fr

Adress : SAFETOOL SAS - ZI chez cotte - 63650 la Monnerie le Montel - France m
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